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EXISTING PAVEMENT (129

PROP. P.C.C. PAVEMENT (109

PROP. STABILIZED SUB-BASE, (BAM FOR CRCP) (4"

PROP. SUB-BASE GRANULAR MATERIAL, TYPE C (4"}

PROP. SUB-BASE GRANULAR MATERIAL TY B (12')

PROP. TIED P.C.C. SHOULDER (10"

PROP. TY A GUTTER

PROP. AGGREGATE SHOULDER WEDGE (3.0
(37 MAX. TO 17 MIN)

PROP. EARTH SHOULDER (1.0

® 666060606

VARIES (53.0’ - 55.0%)

T—— ¢ PROP. RADIO ROAD
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> 1.50%
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2.0

.
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PROP. EARTH FORESLOPE

PROP. EARTH BACKSLOPE

PROP. PCC COMBINATION CURB & GUTTER TY B-6.24

PROP. BITUMINOUS CONCRETE SURFACE COURSE (1.5

PROP. BITUMINOUS CONCRETE BINDER COURSE (0.75")

PROP. BITUMINOUS CONCRETE BINDER COURSE SUPERPAVE,

IL 19, N70 (DEPTH VARIES)

PROP. BITUMINOUS CONCRETE SHOULDER (1079

®

®

NORMAL CROWN

®

STA. 48+50.00 - 50+12.10

SEE INTERSECTION DETAIL TO MATCH PAVEMENT OF PROP.FAP 502 (IL 57)

» PAVEMENT SLOPE VARIES PER
INTERSECTION DESIGN
SEE INTERSECTION DETAIL SHEET

»* SEE CROSS SECTIONS
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